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Аннотация. Данная публикация является продолжением цикла статей, посвященных оцен-
ке работоспособности дозиметрического оборудования в полях импульсного фотонного излучения. 
В ней рассматривается работа алгоритма автоматического определения импульсного характера поля 
фотонного излучения. Данный алгоритм позволяет определять характер поля излучения и осущест-
влять переключение дозиметрического оборудования в требуемый режим при измерениях мощности 
амбиентного эквивалента дозы Н*(10) в импульсных или непрерывных полях. Корректность работы 
алгоритма проверена путем его практической реализации в опытном образце модернизированной 
версии дозиметра ДКС-АТ1123 с последующими измерениями, выполненными в полях нано-, ми-
кро- и миллисекундного импульсного излучения с известными дозиметрическими и временными 
характеристиками. Показано, что дозиметр ДКС-АТ1123 при реализации в нем такого алгоритма 
позволяет автоматически определять импульсный характер поля фотонного излучения и корректно 
переключаться в необходимый режим работы при измерениях мощности амбиентного эквивалента 
дозы Н*(10). Реализация данного алгоритма в дозиметре ДКС-АТ1123, а также иные улучшения 
технических характеристик планируются в ходе его модернизации.
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Abstract. This publication is a continuation of the series of articles devoted to the assessment 

of performance of dosimetric equipment in the fields of pulsed photon radiation. It deals with the 

algorithm for automatic determination of the pulsed character of the photon radiation field. The 

publication describes the main criteria that allow to determine the character of the radiation field 

and to switch the dosimetric equipment to the required mode when measuring the ambient dose 

equivalent rate H*(10). The correctness of the algorithm operation was verified by its practical 

realization in the dosimeter DKS-AT1123 during measurements made in the fields of nano- and 

microsecond pulse radiation with known dosimetric and temporal characteristics. It is shown 

that the dosimeter DKS-AT1123, when implementing such an algorithm, can detect the pulsed 

nature of the photon radiation field and correctly switch to the required mode of operation when 

measuring the ambient dose equivalent rate H*(10). Implementation of this algorithm in the 

dosimeter DKS-AT1123, as well as other improvements of technical characteristics are planned in 

the course of its modernization.
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