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Annomauus. Paspa6oran u 060CHOBaH KOPPEKTHBIH MOAX0/ K (POPMHUPOBAHUIO ONTUMAJIHHOTO
nepeyHsi KOHTPOJIUPYEMbIX (HOPMHPYEMbIX) PAJHOHYKJUAOB B BbIOpOCE OOBEKTOB MCHOJIb30BAHMUS
aTOMHOW 3Hepruu B aTMOC(epHbIii BO3yX Ha OCHOBE BHIGOPOUYHBIX 3HAUEHHIT CJIYYAIiHBIX BEJUYMH
(00'beMHBIX AKTUBHOCTEH PaJHOHYKJINAO0B), NOJYYEHHBIX B PE3YJbTATE CEPHU DKCIIEPUMEHTOB C y4e-
TOM TPeGOBaHMII HOPMATHBHBIX JOKYMEHTOB. OCOGEHHOCTD NPENJI0KEHHOTO MOAX0/[a COCTOUT B TOJI-
HOIICHHOM BOBJICYEHHH B IIpOlleCcC NPUHATUS pelleHuil pe3y/bTaTOB H3MEpPEeHUH KOHTPOJMPYeMOoil
BeJIMYMHbBI, HAXOJSIUXCS KaK B IpejesaxX [uala30HAa H3MEpeHHuii, Tak H 3a NpejaesaMHu HILKHeil
TPaHUIbI 9TOTO JAMANAa30HA, PErJaMeHTHPOBAHHOTO MeTOJaMH U CpeJCTBaMU HM3MEpeHMii, a Takxke
nokasareJieil /[0CTOBEPHOCTH PaJHAllMOHHOTO KOHTPOJIS.

Katouesvie caoea: paduoaxmusnvie sewecmsd, 6vl0pocl, HOPMUPOSAHUE GbLOPOCOS,
ammocghepnvlii 6030Yx, 006eKMbL UCNOABIOBAHUS ATMOMHOU IHEP2Ull, PAOUAUUOHHDLIL KOHMPOTLb.

Justification of the List of Radionuclides Subject to Limitation in Airborne
Discharges from Nuclear Facilities into the Atmosphere
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Abstract. A correct approach to the formation of an optimal list of controlled (subject to
limitation) radionuclides in airborne discharges from nuclear facilities into the atmosphere has
been developed and substantiated based on sample values of random variables (volumetric activities
of radionuclides) obtained as a result of a series of experiments, considering the requirements
of regulatory documents. The peculiarity of the proposed approach is the full involvement in the
decision-making process of the results of measurements of the values of the controlled quantity,
located both within the measurement range and beyond the lower limit of this range, regulated
by the methods and means of measurement, as well as indicators of the reliability of radiation
monitoring.
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